
Alum. Anchor for Beams

24"x24" Conc. Footing

2"x8" Joists @ 16" o.c.

2(2"x12")@10' o.c. Typ.

2"x8" Ledger

5/4" x 6" Resysta Decking, Typ.; Re:
Ipe Deck Notes

2'-0" Paver Band

Extend and Enhance
Existing Retaining Wall

Stone Cladding

Sand Set Concrete
Unit Pavers

2"x8" Joists @ 16" o.c.

3/8" Tempered Glass, Clear

Expansion Joint w/ Caulk

Concrete Footing

#4 Bar @ 12"
O.C.E.W. (T&B)

8" 1'-6"1'-0"

1/2" x 12" Long Slip Dowel
(Grease one End & Provide
Sleeve) Spaced @ 18" O.C.

4" Stabalized Sand Base

SCALE:A SECTION RETAINING WALL
1" = 1'-0"

2'-0"

Pressure Treated Yellow Pine Beams
and Joists, Paint Black

7-3/4"x1-3/4" Joist Hanger

Note:
Excavate Footing Via Air Spade.
Prune Roots that are Less than
1-1/2"Ø, or Move Footings if Roots
are Greater than 1-1/2"Ø.

4x4 Post

2" Sqr. Tubular Steel Top Rail

2" Sqr. Tubular Steel Post

2" Sqr. Tubular Steel Bottom Rail

EXISTING CITY CONSTRUCTED
RETAINING WALL

PROPERTY LINE

2 (2"X12") @ 10'± O.C. TYP.

10'-01
8"10'-0"

18"Ø Footing Typ.

9'-03
4"

2"x8" Ledger

10'-0" 5'-37
8" 10'-0" 10'-0" 7'-91

2"

3 (2"X12") @ 10'± O.C. TYP.
18"Ø Footing Typ.

2"x8" Double Frame Around Tree
Southern Live Oak

3 (2"X12") @ 10'± O.C. TYP.

Stone Paving

2"x8" Ledger

2"x8" Double Frame Around Tree
Southern Live Oak

18"Ø Footing Typ.

2"X8" Joists @ 16"O.C. TYP.

3 (2"X12") @ 10'± O.C. TYP.

2"x8" Ledger

Alum. Anchor for
Beams TYP.

Alum. Anchor for
Beams TYP.

Alum. Anchor for
Beams TYP.

SCALE:B SECTION DECK DIMENSION PLAN
1/4" = 1'-0"

72'-21
4"

Pressure Treated Yellow
Pine Beams and Joists,
Paint Black

Elevated Wood Deck
Re: B/L4.60

Existing Trees
To Remain

A D

F

E

BLOCK 1 WOOD DECK DETAILS
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