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(E) LIMESTONE WALL TO REMAIN
UNDISTURBED

(N) 1 1/2" X 1 1/2" METAL ANGLE,
PAINTED BLACK

(N) 1/8" Ø x 2" WOVEN METAL STEEL
MESH, POWDER COATED MATTE
BLACK.

(N) STEEL L5 X 3 1/2 X 3/8 AWNING
FRAME. POWDER COAT MATTE
BLACK

1"  ROUND BAR STEEL, W/ THREADED
EYELET TOP AND BOTTOM PER
STRUCTURAL.

5"

THROUGH BOLT AWNING FRAME
TO WALL BRACKET. (N) BOLTS PER
STRUCTURAL.

4"

10'-6" AFF VIF
TOP OF DOOR

14'-1" AFF VIF
FF

+/
- 3

'-0
" V

.I.
F.

THREADED ROD FASTENED
THROUGH MORTAR JOINTS, ONLY
TO (E) RIM JOISTS OR TO
BLOCKING SECURED PER
STRUCTURAL RECOMMENDATION.

℄

1"

4"

1'-61
2"

VARIES

(E) LIMESTONE WALL

(E) RIM JOIST V.I.F.

(N) STEEL TUBE TO TAKE
COMPRESSION OF BOLT TIGHTENING
TO PRESERVE STONE WALL. VERIFY
WITH STRUCT.

1/4" METAL WALL BRACKET, PAINTED
BLACK

(1) 3/8" THREADED ROD FASTENED
THROUGH MORTAR JOINTS ONLY,
EPOXY SET AND ANCHOR IN MORTAR.
MIN - EMBEDMENT PER STRUCTURAL.

(N) 2" X 2"
PLATE WASHER

(N) BOLTS PER STRUCTURAL

AWNING FINISH
ALL AWNING METAL PIECES TO BE
POWDER COATED MATTE BLACK
FINISH.

(N) 1" X 1 1/2" METAL ANGLE, PAINTED
BLACK

3"
2" ℄

1'-1"

6" X 6" STEEL PLATE WASHER

1'
-0

"

FRONT VIEW AWNING DETAIL
1 1/2" = 1'-0"  

SIDE VIEW AWNING DETAIL
1 1/2" = 1'-0"  


