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TITLE

UNDERSIDE STL. A.F.F.
+12'-0"

MATCH (E) EAVE+GUTTER DETAIL 
@ MAIN HOUSE

STL. BEAM - PAINT TO MATCH 
HOUSE, TYP.

DASHED LINE OF SPRINTER VAN

STL. COLUMN @ CONC. PIER - SEE 
STRUCTURAL. PAINT TO MATCH 
HOUSE - TYP.

(E) STONE WALL TO REMAIN - 
PROTECT - VERIFY LOCATION OF 
CONC. PIER - SHOWN 6" CLR. OF WALL.

(E) DRIVEWAY SURFACE - PROTECT

6" - VERIFY - NOTIFY ARCH. IF CONFLICT
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UNDERSIDE STL. A.F.F.
+12'-0"

MATCH (E) EAVE+GUTTER DETAIL 
@ MAIN HOUSE

LIGHT FIXTURE T.B.D, 
- VERIFY SWITCHING W/ ARCH.

STL. COLUMN @ CONC. PIER - SEE 
STRUCTURAL. PAIT TOM MATCH - TYP.

(E) STONE WALL TO REMAIN - 
PROTECT - VERIFY LOCATION OF 
CONC. PIER - SHOWN 6" CLR. OF WALL.

MATCH (E) SCUPPER DETAIL @ 
HOUSE 
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(E) GRADE

UNDERSIDE STL. A.F.F.
+12'-0"

MATCH (E) EAVE+GUTTER DETAIL 
@ HOUSE

DASHED LINE OF SPRINTER VAN

STL. COLUMN @ CONC. PIER - SEE 
STRUCTURAL

(E) STONE WALL TO REMAIN - 
PROTECT - VERIFY LOCATION OF 
CONC. PIER - SHOWN 6" CLR. OF WALL.

STL. BEAM - PAINT TO MATCH 
HOUSE, TYP.

5
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20" DIA. LIVE OAK

GUTTER CLR. TO WELL
- VERIFY -
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1'-6 1/2"

WELL - ENSURE ADEQUATE 
CLEARANCE TO (N) STRUCTURE 
FOR FUTURE MAINTENANCE

SCUPPER - MATCH (E) @ 
COVERED PORCH

DASHED LINE OF SPRINTER VAN

CANTILEVERED STL. BEAM 
ABOVE - SEE STRUCTURAL

PERIMETER GUTTER ABOVE

STL. COLUMN ON CONC. PIER - SEE 
STRUCTURAL.  VERIFY LOCATION OF 
PIER IN RELATION TO (E) WALL.

(N) WATER SUPPLY - VERIFY FILL 
REQUIREMENTS OF VAN

9'-10"
CLR. - WALL TO EDGE OF STL. BEAM
- VERIFY LOCATION OF PIER

TO DETERMINE O.A. LENGTH -

50% CRITICAL ROOT ZONE

EDGE OF CONC. PIER TO WALL
- VERIFY -

6"

(E) STONE WALL TO REMAIN - 
PROTECT - VERIFY LOCATION OF (N) 
CONC. PIER - SHOWN 6" CLR. OF WALL.
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PERIMETER GUTTER - MATCH (E)

2'
-0

"

2'-0"
TYP.

TY
P.

T+G WD. SOFFIT - MATCH (E) @ 
COVERED PORCH. PAINT, TYP.

PROVIDE ELECTRICAL HOOK-UP - 
VERIFY SPRINTER VAN POWER 
REQUIREMENTS

LIGHT FIXTURE T.B.D - TYP.

SCUPPER - MATCH (E) @ 
COVERED PORCH

5
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4
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12'-1"

TO FRAMING - SEE STRUCTURAL

3 1 / 8 " = 1 ' - 0 "

RCP
2 1 / 8 " = 1 ' - 0 "

PLAN
1 1 " = 4 0 ' - 0 "

SITE

8 1 / 8 " = 1 ' - 0 "

SOUTH ELEVATION

N
PLAN

NORTH

7 1 / 8 " = 1 ' - 0 "

WEST ELEVATION
6 1 / 8 " = 1 ' - 0 "

EAST ELEVATION

GUTTER + EAVE PROFILE TO 
MATCH (E) @ COVERED PORCH

2'-0"

ROOF MEMBRANE - SLOPE TO 
GUTTER + PROVIDE DRIP EDGE

TYP.

DECKING - SEE STRUCTURAL

PROVIDE BLK'G FOR T+G AS 
REQ'D

T+G SOFFIT TO MATCH (E) @ 
COVERED PORCH - PAINT, TYP.

TREATED 2X NAILER - SEE 
STRUCTURAL

CANTILEVERED STL. BEAM - 
SEE STRUCTURAL.  PAINT, TYP.

1 1/4" TYP.

ROOF MEMBRANE - SLOPE TO 
GUTTER + PROVIDE DRIP EDGE

DECKING - SEE STRUCTURAL

PROVIDE BLK'G FOR T+G AS 
REQ'D

TREATED 2X NAILER - SEE 
STRUCTURAL. PAINT, TYP.

CANTILEVERED STL. BEAM - 
SEE STRUCTURAL.  PAINT, TYP.

TYP.
1 1/4"

2
4 T+G SOFFIT TO MATCH (E) @ 

COVERED PORCH - PAINT, TYP.

5 3 / 4 " = 1 ' - 0 "

SOUTH ELEVATION
4 3 / 4 " = 1 ' - 0 "

WEST ELEVATION

NEW DETACHED CARPORT LOCATION

- SEE ATTACHED SURVEY FOR
PROPERTY INFORMATION -

EXISTING RESIDENCE - NO WORK

6' U.E (P)

20" DIA. LIVE OAK

W.M.

ELEC. METER.

O.H. ELEC LINES
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1/4" = 1'-0"

1.  FOUNDATION PLAN
1/4" = 1'-0"

2.  FRAMING PLAN
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"
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16"x 14"x 2'-6" LONG
CONC. PLINTH - TYP.

24" DIA.
PIER - TYP.

HSS 10x6x3/8
FRAME - TYP.

(2
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(2
) 2
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 B
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M

2x8 RAFTERS AT 16" O.C.
W/ SIMPSON LUS26
FACE HANGERS BOTH
ENDS - TYP.

2x8 RAFTERS AT 16" O.C.
W/ SIMPSON LUS26
FACE HANGERS BOTH
ENDS - TYP.

(2) 2x8 BEAM W/ SIMPSON
LUS26-2 FACE HANGER
INSTALLED UPSIDE DOWN
BOTH ENDS - TYP.

SIMPSON L70 CLIP AT
CORNER - TYP.

SIMPSON LUS26-2 FACE
HANGER INSTALLED
UPSIDE DOWN - TYP.

2x8 RAFTERS AT 16" O.C. -
ATTACH TO NAILER W/
SIMPSON H3 CLIPS

HSS 10x6x3/8
FRAME - TYP.

3/S1

3. SECT. AT CARPORT PIER / FRAME
1/2" = 1'-0"

24" DIA.x 10'-0" LONG PIER REINF.
W/ (12) #6'S VERT. W/ #3 TIES AT
12" O.C. - DBL. TIE AT TOP

16"x 14" CONCRETE PLINTH
REINF. W/ (8) #6'S VERTICAL
W/ #3 STIR. AT 6" O.C. - DBL.
STIR AT TOP - EMBED VERT.
BARS 36" INTO PIER - REF.
3A/S1

PL 3/4"x 14"x 10" EMBED PLATE
W/ (6) 3/4" DIA. x 18" LONG
A307 RODS W/ NUTS (TACK
WELD NUTS TO ROD) - REF.
3B/S1

HSS 10x6x3/8 COLUMN

BEVEL
COLUMN

HSS 10x6x3/8 BEAM
W/ 3/8" CAP PLATE
BOTH ENDS

5/8" PLYWOOD
ROOF DECKING

BEVEL
COLUMN

2x4 NAILER - ATTACH
TO BEAM W/ 1/2" DIA.
THREADED STUDS AT
16" O.C. - WELD STUDS
TO BEAM

(2) 2x8 BEAM W/ SIMPSON LUS26-2
FACE HANGERS INSTALLED
UPSIDE DOWN BOTH ENDS

(2) 2x8
BEAM

2x8 RAFTERS AT 16" O.C. -
ATTACH TO NAILER W/
SIMPSON H3 CLIP

2x8 RAFTERS AT 16" O.C.
W/ SIMPSON LUS26
HANGERS

(2) 2x8 RAFTER -
ATTACH TO NAILER W/
(2) SIMPSON H3 CLIPS

SLOPE BEAM 1"

2" CLR.

1'-4"

1" = 1'-0"

3A. CONCRETE PLINTH

16"x 14" CONCRETE PLINTH REINF.
W/ (8) #6'S VERTICAL W/ #3 STIR.
AT 6" O.C. - DBL. STIR AT TOP -
EMBED VERT. BARS 36" INTO PIER

1" = 1'-0"

3B. EMBED PLATE

1'-2"

PL 3/4"x 14"x 10" EMBED PLATE
W/ (6) 3/4" DIA. x 18" LONG
A307 RODS W/ NUTS (TACK
WELD NUTS)

HSS 10x6x3/8 BEAM

2" 5" 2"

BEVEL
COLUMN

5"

(2) 2x8 BEAM

(2
) 2

x8
 B

EA
M

(2) 2x8 BEAM
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