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Site Plan

Site Plan
Scale: 1" = 10 ft1
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Hyde Park Addition 2

Section 2

Lots 20, 21 & the south 20' of lot 22.
Block 6

Vol 1 Page 75
Travis County

Legal Description

1

All	work	is	intended	to	comply	with	all	City	of	Austin	regulations	including	
International	Residential	Code	2015	and	local	amendments.	Contractor	is	to	
contact	Architect	in	the	event	of	any	discrepancies

2

Provide	a	schedule	of	work	to	accommodate	and	coordinate	with	the	Owner's	use	
of	the	site	and	Unit	A	and	Unit	B.	

3

Contractor	will	verify	all	dimensions	and	will	notify	architect	if	there	are	any	
discrepancies	from	the	drawings	prior	to	performing	related	work.	

4

Provide	tree	protection	as	shown.	Maintain	throughout	work.	

5

Remove	all	debris	from	the	site	weekly.	Store	refuse	only	where	indicated	and	in	
covered	containers.

6

Brace	any	area	where	structural	material	is	removed	with	materials	and	method	
that	will	insure	structural	integrity.

7

Provide	protection	for	areas	not	to	be	disturbed	by	the	work	including	both	the	site	
and	interior	to	the	building.	Provide	interior	barriers	to	prevent	as	much	dust	and	
debris	as	possible	from	entering	areas	not	involved	in	construction.

8

No	smoking	is	permitted	on	the	site	or	in	the	building	at	any	time.

9

Contractor	may	not	permit	entry	to	the	site	or	buildings	by	anyone	except	workers	
for	whom	he	is	responsible.

10

Remove	all	materials	as	indicated	including	existing	foundation	material	for	existing	
screened	porch.

11

Remove	all	unnecessary	ductwork,	plumbing	and	electrical	not	needed	for	the	new	
plan.

12

Remove	stone	and	concrete	pavers	from	back	yard	only	AFTER	.all	other	work	is	
completed	in	order	to	avoid	compaction	of	earth	near	tree

13

Remove	plywood	siding	for	Unit	B	unless	it	is	incorporated	into	new	siding	
assembly.

14
Remove	all	windows	in	Unit	B.

15
Remove	gutters	and	downspouts	as	necessary	for	new	work.	Replace	them	as	
shown.

16 Raise	grade	4"	at	house	/	garden	room	corner	for	drainage

DEMOLITION

GENERAL

PLAN	NOTES:

CONSTRUCTION

Site Calculations Unit A Added Unit B Exemption Building 
Cover

Impervious  
cover

Floor Area  
Ratio

Site Area   8,641 

First floor 1472 438 1910 1910 1910

Second Floor 483 483

First Floor Addition 379 379 379 379

Storage 84 69 69 69

Screened Porch 273 -273 0 0 0 0

Ground Floor Porch 275 275 275 275 0

Second Floor Entry Porch 38 38 0 0 0

Exterior stair 42 42 42 0

Deck & steps 50% 283 38 160 160 160 0

  Gravel parking 306 306

   Gravel Driveway 162 162

  New parking at alley 167 167

Stone paving 210 -210 0

   Brick sidewalk 65 65

   Steps/landings 22 57 12 91

   AC 9 9

Total   2,835   3,635   2,841 

% 33% 42% 33%

�1
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Right Elevation
Scale: 1/4" = 1'-0"2

New Garden Room

New roof

New wall & doors
New deck & railing

New strairs

Tree

New steps

3'
-0

"

New railing

3'
-0

"

Extend existing overhang

7"

17
'-4

"

22
'-2

"

Left Elevation
Scale: 1/4" = 1'-0"1

New Garden Room

New roof

New window

Relocated stairs

10
'-1

"

Lattice skirting

Install removable 
lattice wood panel

Existing stucco

Match existing siding

Elevations

A-4



H
um

e-
R

ow
e 

H
ou

se
R

en
ov

at
io

ns
 to

 D
up

le
x

40
02

 A
ve

 C
A

us
tin

, T
X 

78
75

1
 

Not intended for 
regulatory approval, 
permitting, or 
construction.
Karen McGraw
Architect PLLC #6495

Date:

Revisions:

6-28-18

KA
RE

N
 M

CG
RA

W
 A

RC
H

IT
EC

T 
PL

LC
43

15
 A

VE
N

U
E 

C 
  A

U
ST

IN
, 

TX
 7

87
51

 
51

2.
91

7.
17

61
 

m
cg

ra
w

ka
@

ea
rt

hl
in

k.
ne

t

S
te

fa
ni

e 
B

er
tra

m
 &

 J
oh

an
n 

G
ab

or
ia

u

Roof Plan
Scale: 1/8" = 1'-0"1

New roofs

Back Elevation
Scale: 1/4" = 1'-0"2

Unit B

New deck

New strairs

Tree

3'
-0

"

New strairs

Lattice skirting

Existing 
downspout

Straighten existing overhang

Roof & Elev.

A-5

Front Elevation
Scale: 1/4" = 1'-0"3

Existing House

Existing Unit-B

12

8
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Section
Scale: 1/4" = 1'-0"1

5"3'
-8

"
8'

-7
"

New 
walls

Master Bedroom

New roof

Closet

1'
-0

"

8'
-6

"

Pier & beam

Garden Room

Existing slab floor
Raise grade by 4", slope to 
drain away from house Existing grade

3'
-1

"

Unit-B

Furr-down 
above cabinets

Furr-down for 
AC duct

Sissors trusses

Section
Scale: 1/4" = 1'-0"2

7"

3'
-2

"
3'

-0
"

New roof

Deck

New doors

New 
window

New steps

8'
-7

"

Bedroom ceiling

7"

Section
Scale: 1/4" = 1'-0"4

8'
-0

"
1'

-6
"

8'
-0

"Unit-B

Sections

A-6
Section
Scale: 1/4" = 1'-0"3

0 1 2 3 4 5 6 7 8 9 10 FT

New roof

11
'-9

"
Pier & beam

Garden Room

Existing slab floor

Raise grade by 4", slope to drain away from 
house Existing grade

7"
3'

-1
"

7"
4"

8'
-6

"

Porch roof beyond

8'
-0

"

8'
-0

"

Tree

3'
-0

"

New deck & railing

New stairs

Furr-down for 
AC duct

Lattice skirting

Furr-down 
above cabinets Sissors trusses

6"
2'

-0
"

Brass ladder rail

11
'-0

"

Room Finish Schedule

Room Name Fl
oo

r

W
ai

ns
co

t Walls

N
or

th

E
as

t

S
ou

th

W
es

t

C
ei

lin
g

C
ei

lin
g 

M
ol

di
ng

RemarksB
as

e
M

ol
di

ng

Garden Room
Master Bedroom
Master BR Closet

Unit-B
Bedroom-1
Bedroom-2
Bath-1
Living Rm
Kitchen

Apply smooth texture on fireplace

1 1 1 1
1 1 1 1
1 1 1 1
1 1 1 1
1 1 1 1

1 1 1 1
1 1 1 1
1 1 1 12 5

4

Bath-2 4 1 1 1 1

5

5

5
5

5
5

5
5

7
7

8
8
6
8

6

1
1
1
1
1

1
1
1

1

Wainscot for baths in Unit-B shall be 36" high wood panel with 1x2s at 16" OC with top cap.

All surfaces shall be smooth with no texture unless matching existing.
Refer to wainscot in bathroom in main house.

Existing tile to remain

Room Finish Schedule Key
Materials
1.   Gyp. Board, float & paint
2.   Wood Floor-Red Oak
3.   Wood ceiling 
4.   Wood wainscot
5.   Wood base molding 6"
      match existing
6.   Tile
7.   Wood pine shall match existing
8.   Engineered wood

12

8
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Section
Scale: 1/2" = 1'-0"2

3'
-1

"

8'
-0

"

Garden Room

6'
-8

" 7'
-0

"

Unit-B

-1

-3

-2

-4

-5

0

3'
-0

"Handrail

Furr down

3 adjustable shelves

Remove furr-down

Sections
Scale: 1/2" = 1'-0"1

Garden Room New closet

Master Bedroom

Pier & beam

11
'-0

"

Raise grade by 4", slope to 
drain away from house

Existing grade

0

Furr down 
over cabinets

Sections

A-7

Perspective4
Section3
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Garden Room
Scale: 1/2" = 1'-0"4

5'
-6

"

3'
-0

"

Bookcase

2'
-6

"

Furr-out wall over bookcases

Down steps

Opening to Unit-B

Sissors trusses

6"
2'

-0
"

11
'-0

"

Align bookcase 
trim with door trim

Brass ladder rail

6"

Adjustable shelves

Garden Room
Scale: 1/2" = 1'-0"1

5'
-6

"

Bookcase Bookcase
New doors

Sissors trusses

6"

8'
-0

"

2'
-6

"

Furr down over bookcase

6"

Brass ladder rail

2'
-0

"

11
'-0

"

Align bookcase 
trim with door trim

Garden Room
Scale: 1/2" = 1'-0"2

5'
-6

"

Bookcase

2'
-6

"

Furr-out wall over bookcases

Furr-down for 
AC duct

Sissors trusses

6"
2'

-0
"Align bookcase 

trim with door trim

Brass ladder rail

6"

11
'-0

"

Adjustable shelves

Garden Room
Scale: 1/2" = 1'-0"3

2'
-6

"

New window

Bookcase Bookcase

3'
-0

"

8'
-0

"

Sconce

Furr-down above 
bookcase

Furr-down for AC duct

Furr-down 
above 
cabinets

Scissors trusses

5'
-6

"
6"

2'
-0

"
6"

Brass ladder rail

Bathroom 1
Scale: 1/4" = 1'-0"5

Mirror
Lav

3'
-6

"

7'
-0

"

2'
-1

0"

Glass Glass

Master Bedroom
Scale: 1/4" = 1'-0"7

Match existing Master 
Bedroom doors

Bathroom 2
Scale: 1/4" = 1'-0"6

Mirror
Lav

3'
-6

"

7'
-0

"

2'
-1

0"

Glass

Int. Elevations

A-8

Bath Notes:
All fixtures, tile, cabinets, lighting fixtures 
& finishes new as selected by Owners.
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285

1032

324

2290
210

1032

2290

Existing CRZProposed CRZ

CRZ Area 
Scale: 1/8" = 1'-0"2

1/2 CRZ

1/4 CRZ

Full CRZ

27" Tree

Deck

House

Deck

CRZ Area 
Scale: 1/8" = 1'-0"3

1/2 CRZ

1/4 CRZ

Full CRZ

27" Tree

Large pavers

Deck

House

Proposed Deck
Scale: 1/8" = 1'-0"1

Remodel

Existing House

Proposed deck & stair

Tree

Existing Deck
Scale: 1/8" = 1'-0"4

Remove stair
Remove existing 
deck floor

Tree

Remodel

Existing House

Remove large pavers

1145 SF    (2290 x 50%) 

1032
  162       (334 x 50%) 
1194 SF

52% of CRZ

1145 SF   (2290 x 50%) 

1032
  143        (285 x 50%) 
  168        (210 x 80%)
1343 SF

59% of CRZ

Tree Chart

A-9

APPENDIX P-2: - CITY OF AUSTIN STANDARD NOTES FOR TREE AND NATURAL 
AREA PROTECTION

1.  All trees and natural areas shown on plan to be preserved shall be protected during construction 
with temporary fencing.
2.  Protective fences shall be erected according to City of Austin Standards for Tree Protection.
3.  Protective fences shall be installed prior to the start of any site preparation work (clearing, grubbing 
or grading), and shall be maintained throughout all phases of the construction project.
4.  Erosion and sedimentation control barriers shall be installed or maintained in a manner which does 
not result in soil build-up within tree drip lines.
5.  Protective fences shall surround the trees or group of trees, and will be located at the outermost limit 
of branches (drip line) , for natural areas, protective fences shall follow the Limit of Construction line, in 
order to prevent the following:
   A.  Soil compaction in the root zone area resulting from vehicular traffic or storage of equipment or 
materials;
   B.  Root zone disturbances due to grade changes (greater than 6 inches cut or fill), or trenching not 
reviewed and authorized by the City Aborist;
   C.  Wounds to exposed roots, trunk or limbs by mechanical equipment;
   D.  Other activities detrimental to trees such as chemical storage, cement truck cleaning, and fires.
6.  Exceptions to installing fences at tree drip lines may be permitted in the following cases:
   A.  Where there is to be an approved grade change, impermeable paving surface, tree well, or other 
such site development, erect the fence approximately 2 to 4 feet beyond the area disturbed;
   B.  Where permeable paving is to be installed within a tree's drip line, erect the fence at the outer 
limits of the permeable paving area (prior to site grading so that this area is graded separately prior to 
paving installation to minimized root damage);
   C.  Where trees are close to proposed buildings, erect the fence to allow 6 to 10 feet of work space 
between the fence and the building;
   D.  Where there are severe space constraints due to tract size, or other special requirements, contact 
the City Arborist at 974-1876 to discuss alternatives.
Special Note: For the protection of natural areas, no exceptions to installing fences at the Limit of 
Construction line will be permitted.
7.  Where any of the above exceptions result in a fence being closer than 4 feet to a tree trunk, protect 
the trunk with strapped-on planking to a height of 8 ft (or to the limits of lower branching) in addition to 
the reduced fencing provided.
8.  Trees approved for removal shall be removed in a manner which does not impact trees to be 
preserved.
9.  Any roots exposed by construction activity shall be pruned flush with the soil. Backfill root areas with 
good quality top soil as soon as possible. If exposed root areas are not backfilled within 2 days, cover 
them with organic material in a manner which reduces soil temperature and minimizes water loss due 
to evaporation.
10.  Any trenching required for the installation of landscape irrigation shall be placed as far from 
existing tree trunks as possible.
11.  No landscape topsoil dressing greater than 4 inches shall be permitted within the drip line of trees. 
No soil is permitted on the root flare of any tree.
12.  Pruning to provide clearance for structures, vehicular traffic and equipment shall take place before 
damage occurs (ripping of branches, etc.).
13.  All finished pruning shall be done according to recognized, approved standards of the industry 
(Reference the National Arborist Association Pruning Standards for Shade Trees available on request 
from the City Arborist).
14.  Deviations from the above notes may be considered ordinance violations if there is substantial 
non-compliance or if a tree sustains damage as a result.
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