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RULE NO.: R161-18.18

NOTICE OF PROPOSED RULE POSTING DATE: October 5, 2018

The Director of the Department of Austin Water proposes to adopt the following rule on
or after November 6, 2018.

Comments on the proposed rule are requested from the public. Comments should
be submitted to Mr. Eric Langhout, P.E.; Austin Water, 3907 S. Industrial Dr.,
Suite 236, Austin, Texas 78744, 512-972-0073, or via email at
Eric.Langhout@austintexas.gov. To be considered, comments must be submitted
before November 6, 2018, the 32nd day after the date this notice is posted. A
summary of the written comments received will be included in the notice of rule
adoption that must be posted for the rule to become effective.

An affordability impact statement regarding the proposed rule has been obtained
and is available for inspection or copying at the address noted in the preceding
paragraph.

EFFECTIVE DATE OF PROPOSED RULE

A rule proposed in this notice may not become effective before the effective date
established by a separate notice of rule adoption. A notice of rule adoption may not be
posted before November 6, 2018 (the 32nd day after the date of this notice) or not after
December 14, 2018 (the 70th day after the date of this notice).

If a proposed rule is not adopted on or before December 14, 2018, it is automatically
withdrawn and cannot be adopted without first posting a new notice of a proposed rule.

TEXT OF PROPOSED RULE

A copy of the complete text of the proposed rule is available for public inspection and
copying at the following locations. Copies may be purchased at the following locations at a
cost of ten cents per page:

Austin Water, located at 3907 5. Industrial Dr., Suite 236, Austin, Texas, 78744. See Mr.
Eric Langhout, P.E. and:

Office of the City Clerk, City Hall, located at 301 West 2nd Street, Austin, Texas.

Last revised 05/2011



BRIEF EXPLANATION OF PROPOSED RULE

R161-18. 1$: Proposed revision to the Standard Details 520

Rule 2— Standard Details 520

• Standard Detail 520-AW-O1A — The new detail will replace the current Standard
Detail 520-AW-Ol. The purpose of the change is to establish new separation
requirements for water and wastewater services.

• Standard Detail 520-AW-Ol Removal — This existing detail is being removed and
replaced with a new Standard Detail 520-AW-O1A.

• Standard Detail 520-AW-OIB — This change is being made to fix the Water
Service & Meter Installation 1” & Smaller Meters Detail to make necessary
improvements to the detail.

• Standard Detail 520-AW-02 Removal — This existing detail is being removed and
replaced with a new Standard Detail 520-AW-O1B.

• Standard Detail 520-AW-O1C — This new detail is being created as a new
wastewater service detail.

Last revised 05/2011



AUTHORITY FOR ADOPTION OF PROPOSED RULE

The authority and procedure for adoption of a rule to assist in the implementation,
administration, or enforcement of a provision of the City Code is provided in Chapter 1-2
of the City Code. The authority to regulate construction requirements is established in
Texas Local Government Code Section 552.001 and Title 15 of the City Code.

Last revised 05/2011



CERTIFICATION BY CITY ATTORNEY

By signing this Notice of Proposed Rule R161-18. 18, the City Attorney certifies the City
Attorney has reviewed the rule and finds that adoption of the rule is a valid exercise of
the Director’s administrative authority.

REVIEWED AND APPROVED

GMzaro, Director
Date:

_____________
______________________

‘Date:

____________

Anne L. Morgan
City Attorney

Last revised 05/20 1 1



SUMMARY OF 4tli QUARTER
201$ STANDARD DETAIL CHANGES

Rule 2— Standard Details 520

• Standard Detail 520-AW-O1A — The new detail will replace the current Standard
Detail 520-AW-Ol. The purpose of the change is to establish new separation
requirements for water and wastewater services.

• Standard Detail 520-AW-Ol Removal — This existing detail is being removed and
replaced with a new Standard Detail 520-AW-O1A.

• Standard Detail 520-AW-O1B — This change is being made to fix the Water Service
& Meter Installation 1” & Smaller Meters Detail to make necessary improvements
to the detail.

• Standard Detail 520-AW-02 Removal — This existing detail is being removed and
replaced with a new Standard Detail 520-AW-OIB.

• Standard Detail 520-AW-O1C — This new detail is being created as a new
wastewater service detail.

ELanghout 1 of 1 8/3/18



ROW OR
ESMT. LINE\%\

TWO-WAY CLEANOUT
(SEE NOTE 1)

WASTEWATER
SERVICE

4’ MIN/6’ MAX
TO TOP OF PIPE

(SEE NOTES 2 & 3)

450 BEND
(SEE NOTE 1)

ADDITIONAL COMPONENTS
FOR DOUBLE SERVICE

SPL WW-227B-1.
2. UTILIZE EXISTING ALIGNMENT FOR REPAIR OR REPLACEMENT OF EXISTING WATER AND

WASTEWATER SERVICES. WATER SERVICE SHALL BE INSTALLED AT A SHALLOWER GRADE THAN
WASTEWATER SERVICE.

3. SEE STANDARD DETAIL 520-AW-O1B FOR WATER SERVICE INSTALLATION AND 520-AW-O1C FOR
WASTEWATER SERVICE INSTALLATION.

CITY OF AUSTIN WATER / WASTEWATER SERVICE
AUSTIN WATER ON COMMON LOT LINE

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.
DRAFT 08/27/2076 RESPONSIBILITY FOR APPROPRIATE 520-AW-O I A

ADOPTED USE OF THIS STANDARD. 1 OF 1

LOT1 L012

PROPERTYLINE -I
DOUBLE WATER METER.
(SEE NOTE 3)

4’ MIN.
(SEE —I

NOTE 2)

(SEE NOTE 1)

WASTEWATER
SERVICE
4’ MIN/6’ MAX
TO TOP OF PIPE
(SEE NOTES 2 & 3)

WATER SERVICE TO BE 2’ MIN.
ABOVE WASTEWATER SERVICE

@ CROSSING (SEE NOTES 2 & 3)

\
\ 450 WYE

(SEE NOTE 1)

NOTES:

1. WASTEWATER SERVICE FITTINGS SHALL BE APPROVED FOR USE WITH THIS DETAIL AS LISTED ON



R.O.W. OR ESMT. LINE

- DIMENSION A *

________________

fJ

-
SEE STD. DETAIL 520-AW-03 FOR
CLEANOUT FRAME AND LID 6” PVC PIPE

• E’E

__

— SEE 520-AW-02 FOR METER A I
— / INSTALLATIONS I

‘
C’) Q z

_/ __

p A

/

I H
I p

— iFOJIZ’ 5\ ___

- 45°x6”BEND

DIMENSION B —k-
— BAL VALVE LOCATED WI IN 24” OF

METE BOXAND NOT ETHAN
NOTE: 36” DE FROM FIN GRADES

FOR SINGLE SERVICES, BOTH WATER
* DIMENSION A AND B DESIRED

AND WASTEWATER SERVICE SHALL BE 10’ AND 4’ RESPECTIVELY. IF

PERPENDICULAR TO THE MAIN, FROM NOT POSSIBLE, ENGINEER TO

MAIN TO THE R.OSW. OR EASEMENT LINE. CALL OUT A AND B ON PLANS.
PL EW

____

CURB & GUTtER

•
.,

:
••_-•

— SEE 510. DE 1L 520-AW-03 FOR
_] CLEANOUT ME AND LID

6” PLUG -.

-- 6” TW -WAY
CLE OUT • -- 6” PVC PIPE - 6” H 1ZONTAL WYE

.
45°x6” BEND —“

UREDCONC.SUPPORT
BENDSMAYVARY

w D NDER PLUG (11 45)
_jZa2 ‘./

ROW. OR ESMI. LINE
PROFILE VIEW

WATER SERVICE & WASTEWATER SEICE
AUSTIN WATER CONNECTION

/ .iI. fl THE ARCHITECT/ENGINEER ASSUMES STANDARD
/aZ7’L G(’. fZLPS-4 05/78/2016 RESPONSIBILITY FOR APPROPRIATE 520-AW-O

ADOPTED — USE OF THIS STAN DARD. i OF 4



OTES:

URING SUBDIVISION CONSTRUCTION UTILITY CONTRACTOR INSTALLS WASTEW R
NNECT1ON TO MAIN, 6” STUB, HORIZONTAL WYE FOR DOUBLE SERViCES, 6” SERViCE B CH
H 2-WAY-CLEANOUT(S) AND RISER, FRAME, AND COVER CLEANOUT(S) PLUG AT

PR ERTY LINE OR EASEMENT LINE END. ALL WASTEWATER PIPING SHALL HAVE ELAS MERIC
GAS T TYPE JOINTS AND SLOPE DOWNWARD TO MAIN 1% MIN. TO 45° MAX. DEPTH SERVICE
AT PR ERTY LINE WILL BE SHOWN ON PLANS BY ENGINEER IF GREATER THAN 4’, THERWISE
THE IN ALLED DEPTH WILL BE 4’ MIN. AND 6’ MAX. AT PROPERTY LINE. IF ASTEWATER
SERVICE L E TO MAIN REQUIRES DEFLECTION EXCEEDING 45°, SEE SHEET F 4. UTILITY
CONTRACT ALSO INSTALLS WATER CONNECTION TO MAIN WATER PIPE, FlU GS AND VALVES
INCLUDING S VALVE. REFER TO DETAIL 520-AW-02.

2. PIPING AND TU G IN STREET RIGHT-OF-WAY AND IN EASEMENT AREA ALL BE BEDDED IN
GRANULAR MAT ALS AS REQUiRED BY CITY OF AUSTIN STANDARD SP IFICATION 510.3 (14);
MATERIALS SHALL AS SPECIFIED IN 510.2 f2)(A) AND (3)fB); BACKFIL ABOVE THE GRANULAR
BEDDING SHALL BE A REQUIRED BY SECTION 510.3 (25). SERVICE LIN IN THESE AREAS SHALL
HAVE A MIN. COVER B W FINAL STREET GRADE OF 42”.

3. NO METER BOX, BALL VE OR CLEAN-OUT SHALL BE SET IN SI WALK OR DRIVEWAY AREA
AND SHALL BE A MINIMUM F 6” FROM ALL PAVED AREAS.

4. PLUMBER SHALL REMOVE UG AND CONNECT TO 2-WAY C ANOUT. NO CONNECTION TO
CLEANOUT STACK IS ALLOWE
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CITY OF AUSTIN WATER SERVICE & WASTEWATER SE ICE
AUSTIN WATER CONNECTION

7 ) 1. .%2A THE ARCHiTECT/ENGINEER ASSUMES STANDARD
2Z4 c{’. yt’4z 05/18/2016 RESPONSIBILITY FOR APPROPRIATE 520-AW-O

ADOPTED USE OF THIS STANDARD. 2 OF 4
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END SEAL PER SPL

PAVEMENT

SUPPORT
CONNECTiON

0

p

WATER SERViCE & WASTEWATER SE]
CONNECTION

THE ARCH ITECT)ENGTNEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

BACKFILL AND BEDDING
PER STD. SPEC. 510

45°x6” BEND ,/-PERSHEET1 &2

FLOW
MIN. SLOPE 1%

SLEEVED TO PROTECT RJER BEFORE
& DURING BACKFILL OP/RATION

• 8’ PVC SLEEVE IF/iO PIPE BELLS
IN THE RISER P/E
loll PVC SLEE IF PIPE BELLS IN
THE RiSER

45°x6” BEND

TEE ORWYE
ON MAIN

PROVIDE ADI
FOR PLACI:
COMPAC

SLEEVE AND
BACKFILL

LASS A CONCRETE
./ PER STD. SPEC. 403S.

i

CONCRERVICE CONNECTION
SHAL OMPLETELY FILL TRENCH

WI H TO DEPTH INDICATED ON
DE IL AND EXTEND 6’ EACH WAY

BEYOND TEE OR WYE JOINTS.

811 OR 10 PVC

cow
WZc
(I)We
—o

OOc

LL-O
t-’

‘-1:0
Oo

LDI

WASTEWATER
MAIN

DEEP SERVICE CONNECTION

05/18/2016
ADOPTED



HOST PIPE

SERVICE ADAPTOR CONSISTING OF
S1NGLE-BODY GASKETED BELL

HAVING SDR 26 PVC HUB, RUBBER
SLEEVE AND STAINLESS STEEL BAND.

SEE SPL WW-227D & DETAtL “A”

LINER

LINER

HOST PIPE -

DETAIL hA? DETAJL’B”

INSTALLATION IN LINED PIPE

1. MARK LOCATION OF TAP.
2. BREAK & REMOVE HOST PIPE SO THAT ENING IS AT L ST 2” BUT NO MORE THAN 3” WIDER THAN

DIAMETER OF THE SERVICE ADAPTO
3. DO NOT DAMAGE LINER.
4. CORE HOLE THROUGH LINER USI ADAPTOR MANUFACTUR RECOMMENDED SIT.
5. INSTALL SERVICE ADAPTOR.
6. HOLES CUT IN HOST PIPE SHA BE PACKED WITH NON-SHRINK OUT (ASIM C11O7 GRADE). SEE

DETAIL”B”

NOTES:

1. USE ONLY TO TAP EXI INC LINED PIPE.
2. SEE APPROPRIATE D. FOR SERVICE LINE INFORMATION.
3. THE EDGE OF TH ORE HOLE MUST BE AT LEAST 3’ FROM THE ENDS OF E PIPE, ANY OTHER

CORE SERViCE NNECTIONS, AND ANY FITTINGS.
4. FOR DEEP S iCE APPLICATIONS SEE SHEET 3 OF 4, EXCEPT SUBSTITUTE A RED HOLE, AND

SERVICE AD OR FOR THE TEE OR WYE.
5. SERVICE C NECTIONS TO MANHOLES MUST BE MADE USING A PIPE-TO-MANHO CONNECTOR

WHICH LI IS THE PIPE SLOPE INTO THE MANHOLE TO 12% MAX.

6” WASTEWATER CONNECTION TO EXISTING LINED MAIN

“71WOUSTIW WATER SERVICE & WASTEWATER SEFJCE
AUSTIN WATER CONNECTION

/ ,), THE ARCHITECT/ENGINEER ASSUMES STANDARD
/aZ4 c(. /_‘cu’A 05/18/2016 RESPONSIBILITY FOR APPROPRIATE 520-AW-O

ADOPTED USE OF THIS STANDARD. 4 OF 4



WATER MAIN

R.O.W. OR ESMT. LINE

‘Li’

WATER SERVICE TAP PROFILE VIEW

CITY OF AUSTIN
AUSTIN WATER

WATER SERVICE & METER INSTALLATION -

1” & SMALLER METERS
THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

RESPONSIBILITY FOR APPROPRIATE 520-AW-O 1 B
USE OF THIS STANDARD.



MATERIALS LIST:
A. 2” SERVICE CLAMP, SPL WW-264
B. 2” CORPORATION STOP, SPL WW-68
C. 2” HDPE WATER SERVICE TUBING, SPL WW-65
D. 2” BALL VALVE, SPL WW-68
E. COPPER FLARE SINGLE SERVICE FITTING, SPL WW-68

COPPER FLARE DOUBLE SERVICE WYE, SPL WW-68
F. 1” SWIVEL NUT x 1” COMPRESSION 90° BEND, SPL WW-68 (OPTIONAL - NOT NEEDED IF MOtJNTING BALL

VALVE VERTICALLY UNDER ANGLE METER STOP)
G. 1” HDPE WATER SERVICE TUBING, SPL WW-65 4... .
H ANGLE METERSTOP SPLWW68

MATERIALS TO BE INSTALLED BY PLUMBER:
I. BRASS METER BUSHING - SIZE AS NEEDED TO CONNECT ANGLE STOP TO METER
J. WATER METER PURCHASED FROM AUSTIN WATER
K. BRASS WATER METER COUPLING MALE IPT x SWIVEL COUPLING NUT:

¾” AND 3/4 METERS: 8 Y2” LONG x 3/4 DIA.
.

1” METERS: 8Y2” LONG x 1” DIA. a.
L. PROPERTY OWNER’S CUT-OFF VALVE, SPL WW-276
M. METER BOX AND COVER, SPL WW-145A;

FOR DUAL 1” METERS: USE TWO SINGLE METER BOXES ‘ -

N. PROPERTY OWNER’S VALVE BOX AND P0 CUTOFF LIQ
0. TEMPORARY METER SPACER (REQUIRED TO ASSURE METER W]LL FIT APPROPRIATELY)
P 1 WOODEN DOWEL (SHOW ADDRESS ON DOWEL USING WATERPROOF MARKER)

NOTES

1. SERVICE CLAMP SHALL BE WRAPPEDCQMPLETELYVITH 8 MIL. POLYETHYLENE FILM, SPL WW-27D.
2 BRANCH CONNECTIONS AND ALL AGLE’METER STOPS MUST BE INSTALLED PRIOR TO ANY METER

INSTALLATION
3. TOP OF METER BOXES SHOULJ9BE 4” A.fE GROUN
4. PIPING AND TUBING IN ST,EET RIGf-OF-WASHALL BE BEDDED IN GRANULAR MATERIALS AS

REQUIRED BY SECTION 51°0.3 (14)OF THE. CIIYOF AUSTIN STANDARD SPECIFICATIONS; BACKFILL
ABOVE GRANULAR BEDD’\S OUIRED BY SECTION 510.3 (25).

5. METER BOX MUST BE BFJ TB NEXT TO PROPERTY LINE OR EASEMENT AND OUT OF VEHICULAR
TRAFFIC AREA AND SIDEWAL\

6. BALL VALVE “D”-SHALL NOTBELoCATED UNDER SIDEWALK, CURB, OR PAVEMENT, AND NOT BE
LOCATED MOIE-T11AN 36 BELO11NAL GRADE

7. METER SIZEST0 BE SHQWN ON PLANS.
8. METER BOX CUT OUTS S[-LLL NOT EXCEED TWO TIMES THE PIPE DIAMETER.
9. INSTALL METALLIC WARNING TAPE, SPL WW-597, MINIMUM 1’ ABOVE TUBING FROM SERVICE SADDLE

TO BALL VALVE “D”. A
10. TUBING SHALL BE PD IN A STRAIGHT ALIGNMENT AND ALLOWED TO RELAX AND “SNAKE’

LOOSELY IN THE TREJCH. TUBING BEHIND CURB AND GUTTER SHALL BE INSTALLED WITH A MINIMUM
2’ DEPTH OF COVER.

11. 1” TUBING, WHEN BENT, SHALL HAVE A RADIUS NO SMALLER THAN 3’. 2” TUBING, WHEN BENT, SHALL
HAVE A RADFUS’NO SMALLER THAN 5’. BRASS FITTINGS SHALL NOT BE CONNECTED TO A BENT
SECTION OF TUBING.

12. INSERT STIFFENERS FOR HDPE TUBING (PER SPL WW-65B) TO BE INSTALLED INSIDE TUBING AT ALL
COMPRESSION FITTINGS.

13. FOR RECLAIMED WATER SERVICES AND METERS, ALL RECLAIMED TUBING SHALL BE MANUFACTURED
SOLID PURPLE, SPL WW-65A. ALL APPURTENANCES SHALL BE MANUFACTURED PURPLE IF AVAILABLE.
ALL FITTINGS THAT ARE NOT AVAILABLE FROM THE MANUFACTURER IN PURPLE SHALL BE PAINTED
PURPLE PER SPL WW-3C. ALL METER BOX COVERS SHALL BE PURPLE AND HAVE “RECLAIMED
WATER” CAST INTO THEM, SPL WW-145A.

CITY OF AUSTIN WATER SERVICE & METER INSTALLATION -

AUSTIN WATER 1” & SMALLER METERS

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

DRAFT 08/02/20 18 RESPONSIBILITY FOR APPROPRIATE 520-AW-O 1 B
ADOPTED USE OF THIS STANDARD. 20F2



SEE WATER SERVICE AND METER
INSTALLATION. SHEET 2 OF 3

-

TWO METERS
3’, OR

1” METER

{,F)

E WATER SERVICE AND
METER INSTALLATION
(TYP.). SHEET2OF3

COMPRESSION COUPLING,
TUBiNG SIZE x MALE IPT.

TYPICAL ALL TUBING
CONNECTIONS

TO FIUINGS

THREE OR FOUR MEIRS /‘
%“ORY”METER

3 METERS: MAX. THREE Y” METERS
4 METERS: MAX. TWO W METERS AND
TWO “ METERS /
MATERIALS LISTS /
A. 2” SERVICE CLAMP
B. 2” CORPORATIOI%1 STOP MALE THREAD INLET BY COMPRESSION OUTLET.
C. 2” COPPER WPER SERVICE TUBING EXTENDED BEYOND PAVEMENT.
D. TEE FOR THREE OR FOUR METERS ON WATER TAP. TEE OR WYE FOR TWO Mi

TAP. (2” x.ERVICE TUBING SIZE “E”) FOR THREE OR FOUR METERS. 2’ TUBING
TWO MERS

(MATERIAL LIST CONT ON SHEET 2 OF 3)
WATER SERVICE TAP

WATER SERVICE & METER INSTALLA
1” & SMALLER METERS

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

I.

N

ON WATER
“I” FOR

STAr’bARD

520-AW-
1 OF 3



E. SERVICE TUBING, (1 “ COPPER OR 2DPE)
F. BRONZE TEE, (SIZE EQUAL TO “E”) /
G. SERVICE TUBING 1 Y2’ COPPER Ø 1 Y2’ HDPE

FOR 3%t METER, 1” COPPER OF/Y2 HOPE FOR
%“ METER. METER SIZES if BE SHOWN ON
PLANS

H. BRONZE ELBOW, (SIZE 1JAL TO “G”). ALL
BRONZE FITTINGS PER WW-68.

I. SERVICE TUBING FOV SINGLE METER, 1 “

COPPER OR 2” HDPOR 1” METER. M1N. 1 Y2”
COPPER OR 1 Y2’ HIRE FOR 3/4 METER. MIN. 1”
COPPER DR I Y2’jDPE FOR %“ METER. METER
SIZES TO BE SHjWN ON PLANS.

J. BALL VALVE, L WW-275 (SIZE EQUAL TO “I’)
K. COUPLING -DMPRESSfON TO MALE IPT (SIZE

“I” x SIZE

N. BRASS TER BUSHING - SIZE AS NEEDED
TO CONNE ANGLE STOP TO METER

0. TEMPORAR ETER SPACER (REQUIRED TO
ASSURE MET WILL FIT APPROPRIATELY)

P. WATER METER URCHASED FROM AUSTIN
WATER (MAY B INSTALLED BY AUSTIN
WATER FOR NEW R IDENTIAL SERVICE)

ci BRASS WATER METE COUPLING MALE IPT x
SWIVEL COUPLING NU 34” LONG. 3/411 DIA.
FOR %“ AND 3/41 METER R 1” DIA. FOR 1”
METER

R. CUSTOMER CUT-OFF VALVE
S. CUSTOMER VALVE BOX AND L

1” WOODEN
DOWEL

•1-’
\ /

3/i METER = 9” —H
TER = 11”

i/ICE TA
/ \

MATERIALS LIST CONT:

w
z
-J

Cl,
w

0

q

L. A LE METER STOP; SERVICE TUBING INLET
x S VEL COUPLiNG NUT OUTLET

M. MET BOX AND COVER, SPL WW-145A
TO BE iNS LLED BY PLUMBER:

tTY OF AUSTIN
AUSTIN WATER

WATER SERVICE AND METER INSTALLATION

• c?2
05/78/2016

ADOPTED

WATER SERVICE & METER INSTALLA
1” & SMALLER METERS

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBtLITY FOR APPROPRIATE

USE OF THIS STANDARD.

STANDARD
52OAW

2 OF 3



p

OTES:

1. ERVICE CLAMP SHALL BE WRAPPED COMPLETELY WITH 8 MIL. POLYETHYLENE FILM.
2. NCH CONNECTiONS AND ALL ANGLE METER STOPS MUST BE INSTALLED PRIOR T ANY

M ER INSTALLATiON.
3. TO F BOXES SHOULD BE 1” ABOVE GROUND.
4. PIPIN AND TUBING IN STREET RIGHT-OF-WAY SHALL BE BEDDED IN GRANULAR MA IALS AS

REQUI D BY SECTION 510.3 (74) OF THE CITY OF AUSTIN STANDARD SPECIFICATIO BACKFILL
ABOVE NULAR BEDDING AS REQUIRED BY SECTION 510.3 (25).

5. BOX MUS E BEHIND CURB NEXT TO PROPERTY LINE OR EASEMENT AND OUT F VEHICULAR
TRAFFIC AR AND SIDEWALK.

6. BALL VALVE” SHALL NOT BE LOCATED UNDER SIDEWALK, CURB, OR PAVE NT, AND NOT BE
LOCATED MOR HAN 24” HORIZONTALLY FROM METER BOX OR 36” BELOW F AL GRADE.

COPPER:

Cl. COPPER SERVICE SH L BE COPPER TUBING SIZE ANNEALED SEAML S TYPE “K” MEETING ASTM
688 WITH NO SWEAT 0 OLDERED JOINTS.

HDPE:

Hi. INSTALL METALLIC WARNING PE MIN. 1’ ABOVE HOPE T ING FROM TAP CONNECTION TO
METER.

H2. TUBING SHALL BE PLACED SO THAT IS RELAXED AND” AKES’ LOOSELY IN THE TRENCH.

H3. TUBING, WHEN BENT, SHALL HAVE A RA US NO SMA ER THAN THE VALUE SHOWN IN TABLE I

H4. IF A FITTING WILL BE INSTALLED WITHIN A NT S CTION OF TUBING, THE TUBING SHALL HAVE A
RADIUS NO SMALLER THAN THE VALUE SHO TABLE 2.

H5. INSERT STIFFENERS FOR HDPE TUBING PE P W-656 TO BE INSTALLED INSIDE TUBING AT ALL
COMPRESSION FITTINGS.

TABLE 1 (SEE NOTE H3)

NOMINALTUBING BEND RADIU OF
• DIA. )LE

TABLE 2(SEE NOTEH4)

NAL TUBING BEND RADIUS OF
IA. — AT LEAST

\ 12’

1 3’\ 16’

2” 20’

CITY OF AUSTIN WATER SERVICE & METER INSTALLXtN
AUSTIN WATER 1’ & SMALLER METERS

7 i1. THE ARCHITECT/ENGINEER ASSUMES STANDARD
aVt ‘. f.4uZ4 05118/2016 RESPONSIBILITY FOR APPROPRIATE 520-AW-O

ADOPTED USE OF THIS STANDARD.
- 3 Q 3

I
RECLAIMED WATER: /
Ri. FOR RECLAIMFé WATER SERVICES AND METERS, ALL RECLAIMEDJUBING SHALL BE

MANUFACTUR PURPLE TUBING. HDPE TUBING SHALL BE MANUFACTL1D WITH PURPLE
STRIPES. OTHER TUBING AND APPURTENANCES SHALL BE MANUFACRED PURPLE IF
AVAILABL ALL TUBING AND FITTINGS THAT ARE NOT AVAILABLE FROM THE MANUFACTURER IN
PURPLE ALL BE PAINTED PURPLE PER SPL WiV-3C, ALL BURIED DI AND CI PIPND FITTINGS
SHALL SO BE WRAPPED IN PURPLE POLYETHYLENE PER SPL WW-27D. ALL CORS SHALL
HAV ECLAIMED WATER” CAST INTO THEM.



ROW. OR ESMT. LINE

CITY OF AUSTIN SINGLE AND DOUBLE WASTEWATER
AUSTIN WATER SERVICE CONNECTION

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

DRAFT 08/20/20 78 RESPONSIBILITY FOR APPROPRIATE 520-AW-Ol C
ADOPTED USE OF THIS STANDARD. 1 OF 4

SEE STD. DETAIL 520-AW-03 FOR
CLEANOUT FRAME AND LID

SINGLE SERVICE

ADDITIONAL COMPONENTS
FOR DOUBLE SERVICE

,

/
,

/

/

“45°x6” BEND

____ ____

SPLWW-27B-1

, ‘
* OFFSET FROM PROPERTY LINE IS FOR DOUBLE WATWATR

SERVICE INSTALLATION ONLY. r
WHERE WATER & WASTEWATER SERViCES ARE INSTALLED ON
A COMMON LOT LINE, SEE DETAIL 52OAW-OfA

PLAN VIEW

SEE STD. DETAIL 520-AW-03 FOR
CLEAN.OUT FRAME AND LID

VJ 0-WAY CLEANOUT
JPL WW-227B-1

FLOW
MIN. SLOPE 1%

CURB & GUTTER

—--1—
6” HORIZONTAL WYE (FOR
DOUBLE SERVICE ONLY)

— SPL WW-227B-1

9HL
6” DIA. BEND

BENDS MAY VARY
(11Y40-45°)

SPL WW-227B-1 /

PROFILE VIEW

6” PVC PIPE—

POURED CONC. SUPPORT
UNDER PLUG
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CITY OF AUSTIN SINGLE AND DOUBLE WASTEWATER
AUSTIN WATER SERVICE CONNECTION

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

DRAFT 08/20/2078 RESPONSIBILITY FOR APPROPRIATE 520-AW-O 1 C
ADOPTED USEOFTHISSTANDARD. 20F4

NOTES:

DURING SUBDIVISION CONSTRUCTION, UTILITY CONTRACTOR INSTALLS WASTEWATER TEE
CONNECTION TO MAIN, 6” STUB, HORIZONTAL WYE FOR DOUBLE SERVICES, 6” SERVICE BRANCH
WITH TWO-WAY CLEANOUT(S) AND RISER, FRAME, AND COVER. CLEANOUT(S) TO BE PLUGGED
AT PROPERTY LINE OR EASEMENT LINE END. ALL WASTEWATER PIPING SHALL HAVE
ELASTOMERIC GASKET TYPE JOINTS AND SLOPE DOWNWARD TO MAIN 1% MINjEO 450 MAX.
DEPTH OF SERVICE AT PROPERTY LINE WILL BE SHOWN ON PLANS BY ENGINEE’1F GREATER
THAN 4’, OTHERWISE THE INSTALLED DEPTH WILL BE 4’ MIN. AND 6’ MAX. AT POPRTY LINE. IF
WASTEWATER SERVICE LINE TO MAIN REQUIRES DEFLECTION EXCEEDING 45SEE1iET 3 OF 4.

2. PIPING IN STREET RIGHT-OF-WAY AND IN EASEMENT AREA SHALL BE BEDDED IN GRANULAR
MATERIALS AS REQUIRED BY CITY OF AUSTIN STANDARD SPECIFICATIOI”510.3 (14);’MA%ERIALS
SHALL BE AS SPECIFIED IN 5102 (2)(A) AND (3)(B) BACKFILL ABOVTHE GRANULAR’BDDING
SHALL BE AS REQUIRED BY SECTION 510.3 (25). SERVICE LINES IN4HESE AREAS SHALL I4ME A
MIN. COVER BELOW FINAL STREET GRADE OF 42”.

3. PLUMBER SHALL REMOVE PLUG AND CONNECT TO TWO-WAYQtEANOU>NO CONNECTION TO
CLEANOUT STACK IS ALLOWED.
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PAVEMENT

BACKFILL AND BEDDING
PER STD. SPEC. 510

45°x6” BEND
SPL WW-227B-i

END SEAL
SPL WW-575A SLEEVED TO PRQECT RISER>BEFORE

& DURING BAC1]E.L OPEêION
• 8” PVC EEVE IF’PIPE BELLS

IN THE
10” PVC SLEFF PIPE
THE RISER

PQrgE ADEQUATE LE)RANCE
FORPLACING SLEEVE AND

‘pQMPACTtNGACKFELL

CLASS A CONCRETE
PER STD. SPEC. 403S.

DEEP SERVICE CONNECTION

FOR SERVICE CONNECTION

CITY OF AUSTIN SINGLE AND DOUBLE WASTEWATER
AUSTIN WATER SERVICE CONNECTION

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

DRAFT 08/20/2018 RESPONSIBILITY FOR APPROPRIATE 520-AW-O 1 C
ADOPTED USE OF THIS STANDARD. 3OF4

‘S

•

45°x6” BEND

4..

BELLS IN

TEE ORWYE
ON MAIN

Diz
L)Qw
Wza
CI)Wo

zu-

00cc

WOW
OH

H°0-8” OR 10” PVC
SLEEVE

45°x6” BEND

•1

6”H’
.

i.’i .

CONCRETE ATSERVICE CONNECTION
SHALL COMPLETELY FILL TRENCH

WIDTH TO DEPTH INDICATED ON
DETAIL AND EXTEND 6” EACH WAY

BEYOND TEE OR WYE JOINTS.

WASTEWATER
MAIN

SUPPORT
CONNECTION

CONCRETE ENCASEMENT



SERVICE ADAPTOR CONSISTING OF
SINGLE-BODY GASKETED BELL

HAVING SDR 26 PVC HUB, RUBBER
SLEEVE AND STAINLESS STEEL BAND.

SEE SPL WW-227D & DETAIL ‘A”

HOST PIPE

DETAIL “A”

INSTALLATION IN LINED PIPE::

1. MARK LOCATION OF TAP. ...

2. BREAK & REMOVE HOST PIPECSO THAT OPENING IS AT
DIAMETER OF THESERVICE ADAPTOR.

3. DONOTDAMAGE1itE.
4. CORE HOLEHOUG4iF%iER USING ADAPTOR MANUFACTURER RECOMMENDED BIT.
5. INSTALL.SER’VICE ADAPtoR
6. HOLES CUT IN HOST PIPE SHALL BE PACKED WITH NON-SHRINK GROUT (ASTM C1107 GRADE). SEE

DETAiL B

NOTES

1. USE ONLY TOTAP EXISTING LINED PIPE.
2. SEE APPROPRIATE STD. FOR SERVICE LINE INFORMATION.
3. THE EDGE OF THE CORE HOLE MUST BE AT LEAST 3’ FROM THE ENDS OF THE PIPE, ANY OTHER

CORE SERVICE CONNECTIONS, AND ANY FITTINGS.
4. FOR DEEP SERVICE APPLICATIONS SEE SHEET 3 OF 4, EXCEPT SUBSTITUTE A CORED HOLE, AND

SERVICE ADAPTOR FOR THE TEE OR WYE.
5. SERVICE CONNECTIONS TO MANHOLES MUST BE MADE USING A PIPE-TO-MANHOLE CONNECTOR

WHICH LIMITS THE PIPE SLOPE INTO THE MANHOLE TO 12% MAX.

6” WASTEWATER CONNECTION TO EXISTING LINED MAIN

CITY OF AUSTIN SINGLE AND DOUBLE WASTEWATER
AUSTIN WATER SERVICE CONNECTION

THE ARCHITECT/ENGINEER ASSUMES STANDARD NO.

DRAFT 08/20/2018 RESPONSIBILITY FOR APPROPRIATE 520-AW-O I C
ADOPTED USE OF THIS STANDARD. 4OF4
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DETAIL “B,’

LEAST 2” BUT NO MORE THAN 3” WIDER THAN


