
BI
M

 S
er

ve
r: 

bi
m

se
rv

er
.lo

ca
l -

 B
IM

 S
er

ve
r 2

0/
W

9T
H

_1
71

22
2 

| V
er

. 1
8.

00
4 

| T
hu

rs
da

y, 
Ju

ne
 2

0,
 2

01
9 

| 6
:5

8 
PM

SCALE: 1/4"   =    1'-0" 1BUILDING ELEVATION-S
SCALE: 1/4"   =    1'-0" 2BUILDING ELEVATION-E

SCALE: 1/4"   =    1'-0" 3BUILDING ELEVATION-N
SCALE: 1/4"   =    1'-0" 4BUILDING ELEVATION-W

ROTTED WOOD SILL, REF IMAGES

ROTTED WOOD SASH
& SILL, REF. IMAGES

EXISTING,
1 OVER 1 DOUBLE
HUNG WINDOW

EXISTING FIXED PANE
NON-ORIGINAL WINDOW

ROTTED WOOD
SILL, MISSING
GLAZING, REF.
IMAGES

EXISTING
FIXED PANE

NON-ORIGINAL
WINDOW

EXISTING
PLEXIGLASS REINFORCING

PANE OVER BROKEN GLASS
& MISSING GLAZING BEHIND

WINDOW

ROTTED WOOD
SASH & SILL

ROTTED WOOD SILL, REF IMAGESROTTED WOOD WINDOW SILL, REF IMAGES

PLEXIGLASS PANE OVER BROKEN
GLASS & MISSING GLAZING
PLEXIGLASS PANE OVER BROKEN
GLASS & MISSING GLAZING

EXISTING
PLEXIGLASS PANE OVER BROKEN
GLASS & MISSING GLAZING OF 4
PANE DOUBLE CASEMENT
WINDOWS

EXISTING 4 PANE DOUBLE
CASEMENT WINDOWS
EXISTING 4 PANE DOUBLE
CASEMENT WINDOWS

ROTTED WOOD SILL, REF IMAGESROTTED WOOD SILL, REF IMAGES TERMITE DAMAGE

ROTTED WOOD SIDING

EXISTING
ROT AT
DOOR

1X WOOD TRIM
JAMB & HEAD/SILL

WITHOUT WEATHER STRIPPING

ROTTED WOOD SASH
& SILL, REF. IMAGES
ROTTED WOOD SASH
& SILL, REF. IMAGES
ROTTED WOOD SASH
& SILL, REF. IMAGES
ROTTED WOOD SASH
& SILL, REF. IMAGES
ROTTED WOOD SASH
& SILL, REF. IMAGES

1X WOOD JAMB/HEAD/SILL
TRIM WITHOUT

WEATHER STRIPPING

EXISTING, 1 OVER 1 DOUBLE HUNG WINDOW.
REPLACE WITH IN-KIND WINDOW TO MATCH
(HEAD/JAMB SILL PROFILE, AND OPERATION)

ROTTED SILL & SASH
REF. IMAGES
ROTTED SILL & SASH
REF. IMAGES

ROTTED WOOD SIDING

ROTTED WOOD
WILL, HARD &
CRACKED GLAZING,
REF. IMAGES

ROTTED WOOD SIDINGROTTED WOOD SIDING-
REPAIR/REPLACE IN-KIND

4 PANE DOUBLE CASEMENT
WINDOW
4 PANE DOUBLE CASEMENT
WINDOW

ROTTED WOOD SIDING

ROTTED WOOD SIDING

ROTTED WOOD SIDINGROTTED WOOD SIDINGROTTED WOOD SIDING

ROTTED WOOD
SASH & SILLROTTED JAMB

EXISTING, 1 OVER 1 DOUBLE HUNG WINDOW
REPLACE IN-KIND WITH NEW TO MATCH
PROFILE AND OPERATION

DAMAGED SIDING REPAIR/REPLACE
IN-KIND

TERMITE DAMAGE

REPAIR/REPLACE EXISTING DOOR WITH LIKE
MATERIALS AND PROFILE TO MATCH EXISTING

ROTTED SIDINGROTTED SIDING

REPLACE EXISTING WINDOW WITH IN-KIND
NEW WINDOW TO MATCH SPECIES, PROFILE, AND OPERATION IN EXISTING OPENING

REPLACE EXISTING
WINDOW WITH IN-KIND

NEW WINDOW TO MATCH
SPECIES AND PROFILE

REPLACE EXISTING
WINDOW WITH IN-KIND

NEW WINDOW TO MATCH
SPECIES, PROFILE,

AND OPERATION

ADDED PLEXIGLASS
PANE OVER EXISTING
DAMAGED WINDOWS

EXISTING PLEXIGLASS
PANE OVER EXISTING
DAMAGED WINDOWS

REPAIR/RETAIN
EXISTING ENTRY

COVER & BRACKET

MISSING WEATHER STRIPPING/ROTTED SILL & JAMBMISSING WEATHER STRIPPING/ROTTED SILL & JAMBMISSING WEATHER STRIPPING/ROTTED SILL & JAMB

NO, NEW ENTRY COVER PROPOSED OVER ENTRY DOORSNO, NEW ENTRY COVER PROPOSED OVER ENTRY DOORS

REPAIR/RETAIN EXISTING GABLE
BRACKETS, TYPICAL ALL LOCATIONS

REPLACE EXISTING WINDOW WITH IN-KIND
NEW WINDOW TO MATCH SPECIES AND PROFILE
REPLACE EXISTING WINDOW WITH IN-KIND
NEW WINDOW TO MATCH SPECIES AND PROFILE
REPLACE EXISTING WINDOW WITH IN-KIND
NEW WINDOW TO MATCH SPECIES AND PROFILE

REMOVE SIDING FOR NEW
WINDOW TO MATCH EXISTING
WINDOWS ON FRONT ELEVATION
IN SPECIES/OPERATION AND PROFILE

REPLACE EXISTING WINDOW
WITH NEW ENTRY DOOR TO
MATCH EXISTING ENTRY DOOR
ON FRONT ELEVATION

REMOVE SIDING THIS AREA
IN PREPARATION FOR
NEW ENTRY DOOR

MISSING VAPOR BARRIER BEHIND
SIDING. REMOVE EXISTING SIDING,
WATERPROOF AND RE-INSTALL SIDING.
REPAIR/REPLACE DAMAGED/ROTTED/
TERMITE WOOD SIDING WITH NEW
WOOD SIDING (PROFILE/SPECIES-
TO MATCH)

REPLACE EXISTING VENT WITH WINDOW TO
MATCH SIZE & PROFILE OF FRONT WINDOW OF SAME PROFILE
IN EXISTING OPENING

REPARI/RETAIN EXISTING GABLE BRACKETS, TYPICAL ALL LOCATIONSREPARI/RETAIN EXISTING GABLE BRACKETS, TYPICAL ALL LOCATIONS

REPLACE EXISTING VENT WITH WINDOW TO
MATCH SIZE & PROFILE OF FRONT WINDOW OF SAME PROFILE

MISSING VAPOR BARRIER BEHIND
SIDING. REMOVE EXISTING SIDING,
WATERPROOF AND RE-INSTALL SIDING.
REPAIR/REPLACE DAMAGED/ROTTED/
TERMITE WOOD SIDING WITH NEW
WOOD SIDING (PROFILE/SPECIES)

MISSING VAPOR BARRIER BEHIND
SIDING. REMOVE EXISTING SIDING,
WATERPROOF AND RE-INSTALL SIDING.
REPAIR/REPLACE DAMAGED/ROTTED/
TERMITE WOOD SIDING WITH NEW
WOOD SIDING (PROFILE/SPECIES)

MISSING VAPOR BARRIER BEHIND
SIDING. REMOVE EXISTING SIDING,
WATERPROOF AND RE-INSTALL SIDING.
REPAIR/REPLACE DAMAGED/ROTTED/
TERMITE WOOD SIDING WITH NEW
WOOD SIDING (PROFILE/SPECIES TO MATCH)

MISSING VAPOR BARRIER BEHIND
SIDING. REMOVE EXISTING SIDING,
WATERPROOF AND RE-INSTALL SIDING.
REPAIR/REPLACE DAMAGED/ROTTED/
TERMITE WOOD SIDING WITH NEW
WOOD SIDING (PROFILE/SPECIES-
TO MATCH)

REPLACE WITH AN IN-KIND WINDOW
TO MATCH ORIGINAL WINDOW JAMB/HEAD

SILL PROFILE

REPLACE EXISTING WINDOWS WITH IN-KIND
REPLACEMENT WINDOWS TO MATCH SPECIES
OPERATION AND PROFILE

REPAIR/REPLACE EXISTING DOOR WITH LIKE
MATERIALS AND PROFILE TO MATCH EXISTING

REPAIR & RETAIN ORIGINAL ENTRY COVER/BRACKETS

REPLACE EXISTING
DAMAGED DOOR WITH

WINDOW TO MATCH
PROFILE AND OPERATION

OF SIDE ELEVATION
DOUBLE HUNG WINDOWS

INTERNAL SIDING ROT, REPAIR/REPLACE
WITH MATCHING SIDING

ROTTED BOTTOM RAIL AND THRESHOLDREPLACE EXISTING OPENING
WITH SIDING TO MATCH ADJACENT

SIDING IN SPECIES/PROFILE

REMOVE EXISTING WINDOW
AND REPLACE WITH SIDING TO
MATCH EXISTING SIDING IN
SPECIES, PROFILE

REMOVE EXISTING SIDING IN
PREPARATION FOR NEW WINDOWS
TO MATCH EXISTING WINDOWS IN
PROFILE AND OPERATION

REMOVE EXISTING SIDING FOR NEW WINDOWS TO MATCH
EXISTING WINDOWS IN PROFILE, SIZE & OPERATION

REMOVE EXISTING WINDOWS
FOR NEW WINDOW OPENING
REMOVE EXISTING WINDOWS
FOR NEW WINDOW OPENING

REMOVE EXISTING SIDING FOR NEW ADDITION

REPLACE EXISTING VENT WITH WINDOW
TO FIT SIZE OF EXISTING OPENING AND
MATCH PROFILE OF ADJACENT WINDOWS

REPAIR/RETAIN EXISTING
FASCIA PROFILE

REPAIR/RETAIN FASCIA BOARD PROFILE
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** ALL WINDOW GLAZING AT THIS PROPERTY HAS BEEN REPORTED TO CONTAIN ASBESTOS AND
WILL BE REMOVED PER CODE REQUIREMENTS

**

**

**

**
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30' BUILDING
HEIGHT

30' BUILDING
HEIGHT

SCALE: 1/4"   =    1'-0" 2BUILDING ELEVATION : UNIT F/E : S
SCALE: 1/4"   =    1'-0" 1BUILDING ELEVATION : UNIT F/E : W

SCALE: 1/4"   =    1'-0" 3BUILDING ELEVATION : UNIT F/E : E
SCALE: 1/4"   =    1'-0" 4BUILDING ELEVATIONS : UNIT F/E : N

REPLACE VENT W/ NEW WINDOW
IN EXISTING OPENING

NEW WINDOW TO MATCH
EXISTING REAR WINDOW

PROFILE, OPERATION & SIZE

NEW WINDOW &
TRANSOMS TO

MATCH STYLE OF
EXISTING WINDOWS

AND LITE PROPORTIONS

REPLACE DOOR WITH WINDOW

REPLACE WINDOW
WITH ENTRY DOOR

TO MATCH EXISTING
DOOR PROFILE AND

OPERATION

NEW WINDOW TO
MATCH EXISTING

WINDOW SIZE, OPERATION
AND PROFILE

NEW WINDOWS TO MATCH
EXISTING WINDOWS IN PROFILE

AND OPERATION

REPLACE VENT
WITH WINDOW

IN EXISTING OPENING

REPLACE VENT
WITH WINDOW IN

EXISTING OPENING

NEW WINDOW
+

TRANSOMS
TO MATCH STYLE OF
EXISTING WINDOWS

AND LITE PROPORTIONS
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